THE TRUE POSITION OF OXYGEN AS
In a few moments uneasiness, accompanied by expiratory efforts of an increasingly violent kind, becomes manifest; convulsions, generally very violent, occur, and the animal falls on its side. The convulsions cease, the respiration becomes of a gasping character, and at the end of a few minutes (1-4) reaches a point (arbitrarily chosen as the "final condition " in this group) which for want of a more convenient term I have designated the " failing point." It is that point at which, after a series of rapid gasping respirations, an interval or break occurs, during which a gasp appears to be missed, and after which the gasping proceeds as before, perhaps somewhat more slowly. When the animal has reached this "final condition," the carbonic acid is stopped, and the restoring gas, which in this group is oxygen or air ? (see explanation in previous section) is allowed to pass through the chamber in a rapid stream. Recovery is in all cases rapid, and denoted by the rabbit of its own accord raising the head in the attempt to rise.
If one glances now at Table I or Table II of the animals was a point at which, as in the previous group (XXXI, &c.), the respiration was almost extinguished, and reduced to a kind of spasmodic jerk of the head and a twitching of the nares. The restoring gas was admitted quite slowly to the region about the head, and the cover of the chamber (Fig. 1, g) Fig. 3 . A two-way stop-cock (T.W.S.) was applied to the inlet tube of the chamber. To one branch was attached a gas-holding glass tube with three dilatations (g); to the other branch was fixed the tube from the C02 cylinder. The animal lying in the chamber R, with its nose at r, the required degree of asphyxia was obtained by admitting carbonic acid. At the moment of muscular collapse (the carbonic acid having been previously shut off, and by turning the stop-cock, the tube g placed in communication with R), the atmospheric air present in the gas-tube (g) was sucked out by the aspirator (S), and discharged by the two-way stop-cock (T.W.S.2) into the room. The aspiration was then repeated three or four times to make sure of a fair sample of the mixed gases of the chamber ; and the two ends of the tube (g) hermetically sealed. Another sample was taken in a similar way when the final condition was reached.
* Two samples of gas were withdrawn in each experiment. The following is the result of the analysis as regards O and C02, in 
